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@ BLACKHAWK HYDRAULIC OIL-POWER JACKS 


For Light and Heavy 
Truck Use 


This line of truck jacks will easily raise and lower heavily 
laden trucks without unloading. They are sturdily built 
but light in weight — made in sizes to suit any piece of 
equipment. 

Capacities of single lift models — three, seven and twelve 
tons. Other models shown below. 

Simplicity, efficiency and ease of operation easily dem- 
onstrated. Adaptability for press work, bending, straight- 
ening and other operations give double utility. 


Packed one to a carton. 


Cap., Hgt. Total Weight Handle 

Tons Model Low Lift Hgt. Packed No. Price 
3 AQ 9” Ar 14” 184 lbs. 2 $17.50 
3 *Al1 Le? yi 18” 20 Ibs. 74 18.50 
4 *C.9 OF s 14” 1914 lbs. 3 22.50 
7 Cll 5 Eg hs 18” 21% lbs. 3 25.00 

12 Dil ai” 614” 1714” 29 Ibs. 3 42.00 


*These jacks do not have carrying handle. 


(C9 is intended for truck model T80 with Pneumatic and Cll for 


T80 with solid tires. For K102 we recommend our D11 12 ton M 
jack. The All is recommended for Truck model T60 with solid The otortruck 
tires). 


& NOTE: Jack Model No. CA-11 is furnished as standard equipment 


on truck models T60, T82, T90. 
For Motor Coaches and 
Busses 


These jack models are designed for easy operation under 
heavy motor coaches, busses and trucks without causing 
passenger inconvenience or disturbing load. 

Short, effortless strokes of the handle — one hand pres- 

ED, sure — and the tremendous hydraulic power lifts the load 
steadily and smoothly. 

To lower, just turn release valve with the handle tip. 
Speed controlled to desired point — no pumping — no labor 
— no danger. 

These jacks equipped with hand adjustable screw exten- 
sion giving lowness with extreme lifting range. Single lift 
models above. 

Blackhawk jacks have been adopted as standard equip- 
ment by leading truck manufacturers and truck and bus 
fleet operators. 

Packed one to a carton. 


Cap., Hgt. Total Weight Handle 
Tons Model Low Lift Ext. Het. Packed No. Price 


3 A8.5 814” 5” 31%” 1634” 1634 lbs. 2 $19.00 
7 C8.5 814” 5” 3%” 1634” 19 Ibs. 2 25.00 
7 CAI11 We. 7” 2 2014” 21 —iIbs. 2 27.50 
12 *D8.7 834” 5” 3” 1634” 31t%4lbs. 3 45.00 
*Has carrying handle similar to D11. 


: = | (The A8.5 is especially recommended for Truck Models T11, T19, 
T25, T30, T42, T44, and T60 with pneumatic tires. The CAI11 is 


intended for T60, T82 and T90 and bus model Z250. Jack model 


D8.7 is used for busses W-A-C-F-G 21 passenger busses, Y-W 
The Motorcoach 29 passenger coach, AAZ 29 passenger bus, ZAAW 33 passenger 


bus, ZAAAG 29 passenger coach and AAAI 34 to 39 passenger 
bus.) 
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BLACKHAWK HYDRAULIC OIL-POWER JACKS @ 


SAFETY FEATURES EXTRA HEAVI-LIFT JACKS 


PLUNGER SADDLE 


BY-PASS 
OPENING 
AND GAUGE 

‘ol 


PUMP 
‘e ¢ PACKING 
bynoichonewure |B : GLAND NUT 


OIL i : ~ > 
H ’ PUMP 
RESERVOIR a CYLINDER 
N 


RELEASE 
VALVE 
GLAND NUT 


A complete line of industrial jacks of various heights and 
capacities suitable for lifting vast tonnage. 

Adaptable to press work, axle straightening, spring compress- 
ing and heavy duty tire station work. Jacks from 14 inches up 


CROSS - SECTION equipped with speed and power pumps. 
H-14 Toe Jack lifts from 2” off floor. 
Cap. Het. Net List 
Model Tons Low Lift Total Weight Price 
Note simplicity - few working parts. No valves within the E11 18 1 514” 16%” 41 Ibs. $60.00 
‘Taek Fil 30 Li 5” 16” 52% lbs. 90.00 
? E14 18 14” 758" 215%” 60% Ibs. 85.00 
All Blackhawk Hydraulic Oil-Power Jacks ae ed ae ase rash fe ae ry as 
1 the: ““Twin-Chek” 1 : = £2 27" 201%” yy" 933% Ibs. 0. 
pega ie Le te ee 30 27" = 20” 47” 117% Ibs. 150.00 
CUBIS “ike GAEUNC, - BAtEUNCG.. Gre 50 318" ~=—10” 28” 225 Ibs. 250.00 
This unit is directly under the pump and easi- 4g 75 18” ov 27" 283 Ibs. 300.00 


ly accessible. Long handles allow easy place- H14 *12-20 144” 734" 221%" 132 Ibs. 110.00 
ment of jacks and operation of release valves. *12 tons on toe; 20 tons on head. 


AXLE STRAIGHTENING 


Illustration shows adaption of Blackhawk Jacks to axle 
Straightening. The E14 Jacks placed at either end are 
used to bend axle upward. 


By changing position of jacks and hooks, axle or wheels 
may be “dished” or aligned as desired. Unnecessary to 
remove axle or even wheels from job. Simply run coach 
or truck on platform over I-beam. 


By this method long tie-ups of equipment are unneces- 
sary. The toughest job of straightening can be accom- 
plished in less than an hour where the same task here-to- 
fore required more than a day lay-up of truck or bus. 


This line also includes a complete series of gauge equipped Jacks. Gauges can be furnished in sizes from 414” to 12” diameter. 
Particularly popular for determining weights of loaded trucks, press work, etc. Al! Blackhawk Jacks may be used horizontally 

providing pump side is down. May also be equipped for inverted use if so specified on order. Write the Blackhawk Mfg. ee 
Company for further information. 
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